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GENERAL NOTES

1. MAINTENANCE OF TRAFFIC WILL BE HANDLED BY THE
CONTRACTOR UTILIZING MDSHA STANDARD PLATES FOR
TRAFFIC CONTROL.

2. THE CONTRACTOR SHALL BE RESPONSIBLE FOR ROUTING
AND PROPERLY LABELING ALL SIGNAL CABELS. THE SHA
SIGNAL SHOP WILL BE RESPONSIBLE FOR ALL INTERNAL
CABINET WIRING.

3. THE CONTRACTOR SHALL VERIFY ALL UNDERGROUND UTILITIES
- PRIOR TO INSTALLING PROPOSED SIGNAL EQUIPMENT. IF ANY
UTILITY CONFLICTS SHOULD ARISE THE CONTRACTOR SHALL
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CONSTRUCTION DETAILS

USE EXISTING BASE MOUNTED CABINET

USE EXISTING CONDUIT

USE EXISTING HANDHOLE

INSTALL 12 IN. HEAT APPLIED WHITE PERMANENT
PREFORMED THERMOPLASTIC PAVEMENT MARKING
FOR CROSSWALK (SEE DETAIL THIS SHEET).
INSTALL 24 IN. HEAT APPLIED WHITE PERMANENT
PREFORMED THERMOPLASTIC PAVEMENT MARKING
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IN 1/4 IN. FLEXIBLE TUBING (3-6-3 TURNS) QUADRUPOLE TYPE | | ARISE WITH THE PETROLEUM GAS LINES, CONTACT THE
H. INSTALL MICROLOOP PROBE SET DIRECTION OF COLONTAL PIPELINE COMPANY AT 1-800-926-2728. cv—
J. INSTALL 1 INCH LIQUID TIGHT FLEXIBLE NON-METALLIC TRAVEL 4. WITHIN 36 IN. OF UNDERGROUND UTILITY LOCATIONS, THE STATE OF MARYLAND
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3 K. INSTALL 1 INCH ELECTRICAL CONDUIT — GALVANIZED SLEEVE 5. FOR FINAL PAVEMENT MARKINGS REFER TO THE PAVEMENT
/ | | MARKING PLAN, OTHER THAN THOSE DETAILED ON THE PLAN. . TRAE TG NS INEERING DESToN BIVISION
PAVEMENT MARKINCS SHALL BE INSTALLED IN ACCORDANCE
. 6. THE CONTRACTOR SHALL CENTER THE PROPOSED CROSSWALK PHE“{'_[,’,S‘OEUE:O;“DD;,ﬁ’;ﬂpg‘égﬁR?ﬁ)RﬁNgR,VE
ON THE EXISTING RAMPS. -
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